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AI 產生的內容可能不正確。]Model Name: ANPS-2502

Series: MAX G1




	
Overview
The APNX MAX G1 is a premium AC-to-DC switching power supply, fully compatible with Intel ATX 3.1 multi-rail desktop platforms. It features Active Power Factor Correction (APFC), a resonant converter, and synchronous buck DC-to-DC conversion for stable 3.3V and 5V outputs. Certified 80 PLUS Gold for high energy efficiency, the MAX G1 also includes a Zero RPM switch for silent operation during low loads. Its fully modular design allows for clean, customizable cable management, making it the perfect choice for high-performance, clutter-free builds.






	　
	MAX G1 1000

	AC INPUT RATING
交流輸入 交流输入
	100V-240V~ 13.0A-6.5A 50Hz-60Hz (not for China)
200V-240V~ 6.5A (only for China) 

	MODEL NO.
型號. 型号.
	ANPS-2502

	DC OUTPUT RATING
直流輸出 直流输出
	+3.3V
	+5V
	+12V
	+5VSB

	
	20A
	20A
	83.3A
	3A

	TOTAL POWER
總功率 总功率
	110W
	999.6W
	15W

	
	1000W



	Cables






	24-pin ATX Power Cable: 600mm, Output Connectors: 1

	
	4+4-pin CPU Power Cable: 700mm, Output Connectors: 1

	
	8-pin CPU Power Cable: 700mm, Output Connectors: 1

	
	3x 6+2-pin PCIe Power Cable: 650mm, Output Connectors: 3

	
	12V-2x6 PCIe Cable: 650mm, Output Connectors: 1

	
	2x SATA Cable: 500+150mm, Output Connectors: 8

	
	SATA+Peripherals Cable: 500+150mm, Output Connectors: 2xSATA, 2xPeripheral











	Dimensions
	150 x 86 x 140

	Compliance
	FCC, Canada, CE, CB(IEC 62368-1), UKCA, CCC, RCM, TUV, cTUVus, CP65

	Operation Temperature
	0 - 50 °C

	Protections
	OVP (Over Voltage), UVP (Under Voltage), SCP (Short Circuit), OTP (Over Temp), OPP (Over Power), OCP (Over Current)

	MTBF
	100,000 hours

	Warranty
	10 Years



Features
· Fully compliant with the latest ATX 3.1 and PCIe 5.1 standards, featuring a secure and reliable 12V-2x6 connector for enhanced safety
· Equipped with 100% high-grade 105°C Japanese capacitors, ensuring exceptional long-term durability, stability, and consistent performance
· Compact 140mm length shell design makes installation effortless, even in cases with limited space
· Features a custom 135mm fluid dynamic bearing fan with Zero Fan Mode, ensuring silent operation at light loads for a smooth, uninterrupted experience
· Seven advanced protection mechanisms—OVP, UVP, OPP, SCP, OCP, OTP, and Input Surge & Inrush Protection—safeguard your PC against potential risks
· Meets ErP 2013 Lot 6 and ErP 2014 Lot 3 standards, with ultra-low vampire power consumption below 0.25W
· Fully modular design allows you to connect only the cables you need, reducing clutter, improving airflow, and creating a cleaner, more organized build

SKU List
	MPN
	Power Cord
	EAN CODE

	APPG-MXK0FEC.X1
	EU
	4711530962930

	APPG-MXK0FUC.X1
	US
	

	APPG-MXK0FKC.X1
	UK
	

	APPG-MXK0FAC.X1
	AUS
	



	Carton Size (L x W x H)
	55.6 x 34.5 x 23.9cm

	PCS Per Carton
	4pcs

	Retail Box Size (L x W x H)
	33 x 20.5 x 13.3cm
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